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Chavurat Aytz Chayim
Ark Disassembly Procedure
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• Remove and store the torah and silver

REMOVING  THE ACCESSORIES
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• Remove and turn off the 3 linear LED lights. Each light has a
pair of contacts on the surface of its lens. Touching the
contacts toggles the light on or off.

• Store them in their plastic box using the cardboard
separators.
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• Remove the eternal light from  the brass hook
at the peak of the ark
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• Remove the LED and turn it off  by twisting the top half counter
clockwise.
• Store the eternal light holder and LED in the cloth bag.
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• Detach each end  of the brass chain from the hinged
brass holders.
• Store the brass chain in the plastic case
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• Remove the velvet curtains and set them aside.
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•  Remove the curtain rod with curtains from the
brackets’ u-shaped holders

• Collapse the telescoping rod, without removing
the curtains, and set aside.



6/12/2009 9

• The ark is now ready to be lowered from the table to the floor.
• It weighs about 35 pounds. It is best for two people do it.
• If desired the ark may be laid on its back on the table.
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• Unscrew the brass rod
used for hanging the eternal
light.
• Store it in the plastic case.
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• Use the allen wrench tool to loosen the four bolts that
secure  the front brace.
• Unscrew them by hand or with the wrench.
• Before removing the last bolt, if the ark is standing on
the floor, be sure to hold the brace so that it does not
fall to the floor.
• Store the 4 bolts in the plastic bottle.

FOLDING THE ARK
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• Store the front brace/curtain rod holder in the case
against one side.
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• Removing the rear curtain.
• Remove the rod from the pair of holes near the roof. One of the
holes is spring loaded, Push in to compress the spring so that the
other end of the rod can clear the shallow hole at the opposite side.
• Similarly remove the rod from the pair of holes near the base.
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• Do no remove the rods from the curtain, roll the curtain in the
towel provided, by laying it on a table and rolling as shown in the
pictures below.
• Try to keep the curtain from wrinkling.
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• Turn the ark over on the table so that the rear braces face up.
• Using Allen wrench then fingers, unscrew the bolts.
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• Remove the 10 bolts and store them in the plastic bottle,
with the other 4 bolts, then in the plastic case.
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• Remove the base
and roof braces.
Lay them flat at the
bottom of the case
as in the picture.
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• Place styrofoam spacer atop the braces just inside the
curtain rod brackets
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• Fold the main body of
the ark
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• Return the main body to the case.
Note position relative to front brace
curtain rod brackets.
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• Replace the  second
Styrofoam spacer
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• Return accessories to the case:

•Plastic boxes at each end of the case, which hold the main
body against one side of the case.

• Rolled up towel with rear curtain next to plastic box

• Cloth bag containing eternal light into the remaining space

• Velvet curtains and curtain rod with white curtains on top
of the stryofoam spacer
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• Replace the cover so that  side-handle is on the side with
eternal light
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• Secure the straps: 3 cross and 1 longitudinal. Thread the
straps through the handles at the side and at each end (see
arrows)
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•  Load the case on the cart with wheels up as shown in the
pictures

•  The ark is ready for transport.


